MIAM-DADE

MIAMI-DAPE COUNTY
COUNTY PRODUCT CONTROL SECTION
11805 SW 26 Street, Room 208
DEPARTMENT OF REGULATORY AND ECONOMIC RESOURCES (RER) Miami, Florida 33175-2474
BOARD AND CODE ADMINISTRATION DIVISION T (786) 315-2590  F (786) 315-2599
NOTICE OF ACCEPTANCE (NOA) www.miamidade.gov/economy
Loren Cook Company
2015 E. Dale Street
Springfield, MO 65803

Score: This NOA is being issued under the applicable rules and regulations governing the use of
construction materials. The documentation submitted has been reviewed and accepted by Miami-Dade
County RER-Product Control Section to be used in Miami Dade County and other areas where allowed by
the Authority Having Jurisdiction (AHIJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Section (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right
to have this product or material tested for quality assurance purposes. If this product or material fails to
perform in the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may
immediately revoke, modify, or suspend the use of such product or material within their jurisdiction. RER
reserves the right to revoke this acceptance, if it is determined by Miami-Dade County Product Control
Section that this product or material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building
Code, including the High Velocity Hurricane Zone.

DESCRIPTION: Model GI and GR Steel and Aluminum Rooftop Gravity Vents

APPROVAL DOCUMENT: Drawing No. SD130708-02, titled “GI/GR Gravity Ventilator Hurricane
Rated Steel and Aluminum?, sheets 1 through 10 of 10, dated 05/22/2014, prepared by Loren Cook
Company, signed and sealed by Bradley F. Skidmore, P.E., bearing the Miami-Dade County Product Control
revision stamp with the Notice of Acceptance number and expiration date by the Miami-Dade County
Product Controt Section.

MISSILE IMPACT RATING: None

LLABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state,

model/series, and following statement: "Miami-Dade County Product Control Approved", unless otherwise
noted herein.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no change
in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the
materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any product, for
sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply with any section of
this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by the
expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it shall be done
in its entirety.
INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its distributors and
shall be available for inspection af the job site at the request of the Building Official.
This NOA revises NOA # 13-1105.01 and consists of this page 1 and evidence page E-1, as well as approval
document mentioned above.
The submitted documentation was reviewed by Carlos M, Utrera, P.E.

: NOA No. 15-1013.02
Expiration Date: August 21, 2019
Approval Date: January 28, 2016
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Loren Cook Company

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

A. DRAWINGS “Submitted under NOA # 13-1105.01”
1. Drawing No. SD130708-02, titled “GI/GR Gravity Ventilator Hurricane Rated Steel
and Aluminum?”, sheets 1 through 10 of 10, dated 05/22/2014, prepared by Loren
Cook Company, signed and sealed by Bradley F. Skidmore, P.E.

B. TESTS “Submitted under NOA # 13-1105.01”
1. Test reports on Uniform Static Air Pressure Test, Loading per FBC TAS 202-94 along
with marked-up drawings and installation diagram of Series/Model GI Steel and
Aluminum Gravity Ventilator, prepared by Architectural Testing, Inc., Test Report
No. C1438.01-801-18, dated 07/05/2013, with revision 2 dated 05/15/2014, signed
and sealed by Shawn G. Collins, P.E.

C. CALCULATIONS “Submitted under NOA # 13-1105.01”
1. Wind load and anchor verification calculations, prepared by Loren Cook Company,
dated 09/03/2013 and 02/03/2014, signed and sealed by Bradley F. Skidmore, P.E.

D. QUALITY ASSURANCE
1. Miami-Dade Department of Regulatory and Economic Resources (RER)

E. MATERIAL CERTIFICATIONS
1. None.

F. STATEMENTS
1. Statement letter of code conformance fo 5™ edition (2014) FBC issued by Loren Cook
Company, dated 11/16/2015, signed and sealed by Bradley F, Skidmore, P.E,

“Submitted under NOA # 13-1105.01”

2, Statement letter of code conformance to 2010 FBC issued by Loren Cook Company,
dated 10/29/2013, signed and sealed by Bradley F. Skidmore, P.E.

3. Statement letter of no financial interest issued by Loren Cook Company, dated
10/29/2013, signed and sealed by Bradley F. Skidmore, P.E.

Carlos M., Utrera, P.E,

Product Control Examiner

NOA No. 15-1013.02

Expiration Date: August 21, 2019
Approval Date: January 28, 2016
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PRODUCT REVISED
54X54 GI s complying with the Florida 99" MAXIMUM OUTSIDE LENGTH
66X66 GR———— Acceptance No_[5=[013. 02
Enpi

NOTES:
94" MAXIMUM QUTSIDE WIDTH th DESIGN PRESSURE: +/- 90 PSF GALVANIZED STEEL CONSTRUCTION

+/- 90 PSF ALUMINUM CONSTRUCTION

19 2 SHEET 6 END SUPPORT ANGLE : ALL DIMENSIONS IN INCHES

18 4 SHEET 10 HOOD SUPPORT ANGLE Approved ss complylngwintse  DESIGN, TESTING AND ATTACHMENT CONFORMS TO FLORIDA BUILDING CODE

17 2 SHEET 10 BASE SUPPORT ANGLE Hlore 31 S UNIT SIZED DETERMINED BY INSIDE THROAT DIMENSION

16 22 5/16-18 WIZZNUT NOARTZ /B 2) MAXIMUM SIZE: GI-54X54 (INTAKE) GR-66X66 (RELIEF)

15 22 5/16-18 X 3/4 WIZZLOCK BOLT Miami Dy Product Control MAXIMUM OUTSIDE HOOD DIMENSIONS 94X99

14 4 SHEET 7 BASE OPENING MOUNTING ANGLE (ALUM CONSTRUCTION ONLY) | By %@ MAXIMUM UNIT WEIGHT: 6301BS (GALVANIZED STEEL) / 420LBS (ALUMINUM)

13 2 SHEET7 | BASE OPENING ANGLE (ALUMINNUM CONSTRUCTION ONLY) 7

12 18 ~ SHEET 7 STIFFENING BRACKET

11 2 SHEET 7 SUPPORT ANGLE WELDMENT

10 2 SHEET 9 RIGHT MOUNTING BRACKET

9 2 SHEET 9 LEFT MOUNTING BRACKET MATL | -

LORIEN COOK CO-.

- 2 SHEET 8 PASE WELDMENT DRAWN | BFS |  05/22/14 ?%!Dy R AGRERS O oW EQUPEAT

7 2 SHEET 7 MOUNTING CHANNEL S e, mSou

6 77 - 1/4-20 WIZZ NUT DESIGNER | BFS | SHEET 1 OF 10 ® '

—— - DO NOT SCALE DRAVANG

i 727 SHEET 6 ilgEZC’OTI)E)I[\?SRfI:_Z:P?_?CL—Er TOLERANCES UNLESS OTHERWSE NOTED ﬁIU/FSF'?l CiRNféVlRT;\/ngN T] LATOR

3 4 SHEET 6 SECTION RAIL eSS s LA RACTOMAL CUAND. ALUMI

2 2 SHEET 6 GI/GR END PANEL 177 N sorotor | >t mru ss—atve | STEEL AND ALUMINUM

1 8 SHEET 5 GI/GR HOOD PANEL BRADLEV !: SKIDMORE | -X¥XX=2.001" >98" THRU:.::::ZI,; ﬁ: SIZE DRAWING NO. REV.
TTEM QTY SHEET NUMBER DESCRIPTION FL PE LIC NO. 74411 AHGULAR TR B 1SD130708—-021| C




NOTES:
[ 1) THE GI/GR GRAVITY VENTILATOR REFERRED TO HEREIN REFERS TO THE LOREN COOK WMODEL Gl WHICH 1S
o
)

NORMALLY USED FOR INTAKE VENTILATION AND THE MODEL GR WHICH IS NORMALLY USED FOR RELIEF
VENTILATION. THE G| AND GR SIZES ARE DESIGMATED BY THE INSIDE THROAT DIMENSIONS WHICH SHALL
NOT EXCEED 54"X54” FOR THE GI AND 66"X66" FOR THE GR AND MAY BE CONSTRUCTED FROM ALUMINUM
" OR GALVANIZED STEEL. THE OUTSIDE HOOD DIMENSIONS SHALL NOT EXCEED 94"%99".

E _ aErIGMAX. CURB

HT 2) THIS APPROVAL IS FOR THE STRUCTURAL CAPACITY OF THE EXTERIOR HOUSING ONLY, IT DOES NOT
e 3 o o ] INCLUDE ANY INTERIOR MECHANISM OR ELECTRICAL PART.

3) THIS PRODUCT HAS NOT BEEN TESTED FOR IMPACT RESISTANCE.

4) THIS PRODUCT HAS NOT BEEN TESTED FOR WATER PENETRATION ACCORDING TO FLORIDA BUILDING CODE,

1 TAS 100(A), WIND DRIVEN RAIN TEST. IT CANNOT BE INSTALLED WITHIN THE RIDGE AREA (FBC 1523.6.5.2.13)
% 5) UNIT IS TO INCLUDE A CURB CAP BASE 70 FACIITATE MOUNTING OF THE UNIT TO A CURB. THE

CURB WILL BE ADEQUATELY ATTACHED TO THE BUILOING STRUCTURE TO SUSTAIN ALL FORCES WHICH

MAY BE PRODUCED BY THE PRESCRIBED ENVIROMENTAL FORCES EXERTED ON THE FAN AND CURB.
THE CURB MUST BE ATTACHED TO A STRUCTURAL MEMBER OF THE BUILDING.

'
ko & 2 [
]

-] [r) ) [+]

CONTINUQUSLY
WELDER CORNERS

ATTACHMENT OF CURB TO ROOF STRUCTURE '
CONCRETE DECK: CURB IS TO BE ATTACHED WITH WEDGE TYPE CONCRETE ANCHOR — MINIMUM

3/8" DIAMETER CARBON STEEL — HILTI KWIK BOLT 3 OR EQUAL.
INSTALLER TO SEAL INSTALLER TO SEAL INSTALLER TO SEAL MINIMUM 2—1/2" OF ENGAGEMENT IN 2000 PS! MINIMUM CONCRETE.
ROGF AS REQUIRED OO AS REQUIRED AS REQUIRED MINIMUM DECK THICKNESS IS 4"
CURB » ROOF STEEL ROOF STRUCTURE: CURB IS TO BE ATTACHED WiTH SELF--DRILLING STEEL SCREWS OF
- MINIMUM 2-1/2 CURB\ CURB MINMUM NOMINAL SIZE OF 1/4" DIAMETER AND SCREWS SHALL PASS
ENGAGEMENT THROUGH STEEL AT LEAST 1/2"
I n n
1 * o, gﬁ@:& ;D/SQ g&NlMggMé’NT WOOD ROOF STRUCTURE: CURB IS TO BE ATTACHED WITH STEEL LAG BOLTS NOMINAL SIZE OF
L . GA 3/8" DIAMETER, WOOD IS TO BE 4" NOMINAL SIZE OR GREATER.
MINIMUM 4" ———{ THROUGH : THE BOLTS SHALL HAVE A MINIMUM OF 3" OF THREAD ENGAGEMENT.
THICKNESS |
——j ~— MINIMUM 3 /4" { 6) THE ROOF CURB SHALL HAVE CONTINUOUSLY WELDED CORNERS AND SHALL BE CONSYRUCTED OF
f EDGE DISTANCE G-90 GALVANIZED STEEL OR 5052H—34 ALUMINUM OR STAINLESS STEEL, THE CURB MATERIAL THICKNESS
MINIMUM 1—1/2" SHALL BE 18 GA (.0470") OR GREATER AND HAVE MINIMUM 30 KS| YIELD STRENGTH. THE HEIGHT SHALL
NOT EXCEED 24",
< MINIMUM 2-7/8" " —~— EDGE DISTANCE
EDGE DISTANCGE MINIMUM 1/8" THICK i 7) THE GR GRAVITY VENTILATOR SHALL BE ATTACHED TO THE CURB WITH ONE OF THE FOLLOWING METHODS
STEEL STRUCTURE — MINIMUM 4~ THICK INSTALLED ON ALL FOUR SIDES OF THE CURB CAP. THE FASTENERS SHALL BE 6" FROM EACH CORNER
OF THE FAN BASE AND SPACED NO GREATER THAN 6" THEREAFTER.
CONCRETE ST A) #12 X 2" HEX WASHER HEAD SELF-DRILLING SCREW
ROOF DECK STER%C%SEF g?ggcmgg B) ALTERNATE FASTENER — .25"DIA. HEX HEAD BOLT AND WASHER WITH COMPANION NUT INSTALLED ON
THE INTERIOR OF THE CURB.
A36 STEEL STRUCTURE "
MINIMUM 2000PSI CONCRETE MINIMUM Fy=36KS! m:: S4G SOT;] AL THICK WOOD 8) ALL FASTENERS ARE TO BE HIGH QUALITY CORROSION RESISTANT STEEL OR STAINLESS STEFL,
: ALL ALUMINUM SHALL BE PROTECTED FROM CONTACT WITH DISSIMILAR METALS PER FBC 2003.8.4. BY
PRODUCT REVISED APPLYING BITUMUINOUS COATING OR RUBBERIZED GASKETS BETWEEN SURFACES WHEN INSTALLING VENTS.
es complying with the Floride g) ANY GAP BETWEEN THE CURB AND GURB CAP SHALL BE FILLED BY THE INSTALLING CONTRACTOR WITH A
Boikling Code - ) ) SUITABLE CORROSION RESISTANT MATERIAL THAT ALLOWS THE FASTENERS TO BE INSTALLED WITHOUT
UNIT RESTRAINT —=|  |~—8" SPACING BETWEEN FASTENERS g,,"?""m““" 2719 CAUSING EXCESSIVE DISTORTION OF THE UNIT FLANGES.
FASTENER SPACING a % 10) THE INSTALLER 1S RESPONSIBLE FOR CHECKING THAT ALL FASTENERS ARE PROPERLY INSTALLED AND ALL
—=| |=— 6" SPACING FROM CORNER memcm ACCESS PANELS ARE IN PLACE BEFORE PUTTING THE UNIT INTO SERVCE.
11) ALL FASTENERS AND ACCESS PANELS MUST BE PROPERLY INSTALLED AFTER MAINTENANCE OPERATIONS
/ \\ FOR UNITAT0) MAITAIN GODE COMPLIANGE.
po ]o 0 e r.ull \ K ’,’lf
[T 6 o o I ] I‘D/[f," e
=N | LOREN COOK CO.
DRAWN | BFS 05/22/14 y CED|  MANUFACTURERS OF AR MOVING EQUPMENT
: = f DESIGNER | BFS | SHEET 2 OF 10 Q% ® SPRINGRIELD, MISSOURI
CURB REST | " < DO_NOT SCALE DRAWING
FASTESER [SQ;)L%}.NG 4" SPACING FROM CURB CORNER : f’/o . , %-\ TOLERANCES UNLESS OTHERWASE NOTED Gl/GR GRAVITY VENT“"ATOR
| Oy NS Ol T macuom. | HURRICANE RATED
» . RICEN " 12"ek g 16
MAXIMUM 4” SPACING BETWEEN FASTENERS ”f;,?‘,’ONALS’\\\\‘ 083 o Semare | ALUMINUM AND STEEL
) BRADL l‘_’: f(‘ IF] ‘;;IDMORE XX¥X=1.001" 506" THRU 144°=1/4" SIZE, DRAYANG NO, REV,
ANM >144.=i3/3' .
FL PE LIG NO. 7441 x2 (NC)=NO INSPECTION REQ'D B SD130708 . 02] C




PLACE BRACKETS ON
EACH SIDE OF THE HOOD PANEL

DRILL AND INSTALL

(3) 1/4-20 WIZZ BOLTS AND
WIZZ NUTS TO ATTACH
BRACKET TO EACH

HOOD PANEL PEAK

DETAIL D
SCALE .375

DRILL AND INSTALL
1/4-20 WIZZ BOLT AND
NUT ON EACH PANEL
BOTH SIDES

DRILL AND INSTALL
1/4-20 WIZZ BOLT AND NUT

ON EACH PANEL BOTH SIDES DETAIL B PRODUCT REVISED DETAIL C
USING TEMPLATETO  SCALE .375 s omplying it b Florda SCALE 375
LOCATE BOLT LOCATION Acoeptmes No LI
By & \
Miamd Dde Prodoct Costm] Q N . llf 2
S QYFCENSE 0 -
3 1159 v ¥ N Rl A =N | LoREN cook co,
zq ' 0. yﬂ /'-‘-( *':'-_ DRAWN | BFS 05/22/14 f 0| T HMIFAGIURERS OF AR MOVKG EQUIPENT
T KTTACH BIRDSCREEN TO UNDERSIDE OF SECT! 2 %;” j- S | DesoneR |oFs | SHeeT 3 o 10 WS T, e e
| SECTION RATL AND END PANEL i gl LS e e Gl 7GR CRAVITY VENTILATOR
2 N R O mecnoss. | HURRICANE RATED
IRSIONA. QS| e | @2k | STEEL AND ALUMINUM
BRADIEV E SKIDMORE | axKxa.o0i | 96 THRU 144*:&154- SIzE DRAWNG NO. REV.
>144%=03 /8"
FL PE LIC NO. a4l R (T INSPECTION REQ'D B |SD1506/08—-02]| C
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70
35.00
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) ) [ 5.00
TYP
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A
/ - ﬁ %1 — ‘\\_,
o ) & +|
| |
-l —

NOTES:

1. ITEMS 13 AND 14 FOR ALUMINUM HURRICANE CONSTRUCTION ONLY NOT
REQUIRED FOR GALVANIZED HURRICANE CONSTRUCTION

14 4 SHEET 7 BASE OPENING MOUNTING ANGLE (REQUIRED ON ALUMINUM UNITS ONLY)
13 2 SHEET 7 BASE OPENING ANGLE {REQUIRED ON ALUMINUM UNITS ONLY})
11 2 SHEET 7 SUPPORT ANGLE WELDMENT -
10 2 SHEET 9 RIGHT MOUNTING BRACKET
9 2 SHEET 9 LEFT MOUNTING BRACKET
8 1 SHEET 8 BASE WELDMENT
7 2 SHEET 7 MOUNTING CHANNEL
3 4 SHEET 6 SECTION RAIL
ITEM QTY SHEET NO. DESCRIPTION

N\ A

@
/7E, DETAILE
N ES ' 1 SCALE 0.375 : 1
( ]
SECTION A-A
SCALE(0.07 : 1 T D etoide Approned & comslying widh thy
Building Code | .. Duts &7, 20
Accepiance No/5- [0, 3.0 2 NOAR X
iration Do Misnl Produtt Control
7 By
/
Pl =) | _Lormn coox co.
= DRAWN | BFS 05/22/14 20| MANUFACIURERS CF AR MOWING EQUIPVENT

DESIGNER | BFS

SHEET 4 OF 10

DO NOT SCALE DRAWING

SPRMNGRIELD, MISSOURI

@

TOLERANCES UNLESS OTHERWSE NOTED

BRADLEY F SKIDMORE
FL PE LIC NO, 74411

DECIMAL ERACTIOHAL
A=t 063" <12"=1/16"
XHX=1.010" 512" THRU 96"=%1/8"
XHX¥=1.001" 08" THRU 144"=+1/4"
ANGULAR >144"=43/8"
£2 {NC)=NO INSPECTION REQ'D

Gl /GR GRAVITY VENTILATOR
HURRICANE RATED
STEEL AND ALUMINUM

SIZE

DRAWNG NO. REV,

B

SD130708—02] C




111 1/2
1 7@1/4 4-PLACES

> % | MATL | —
S P ORAWN [BFs|  05/22/14 ?%ﬂ& o o S i

NOTES: = i 4 EDESIGNER | BFS | SHEET 5 OF 10 “% ® SPRINGTELD. WSSOUR!
8 HOOD PANELS REQUIRED PER UNIT gt 4 DO NOT SCALE DRAWNG
MATERIAL: 20 GA G-80 GALVANIZED STEEL Sy=30 KSI MINIMUM Ty, awmor QR s SR e URRCANE RATED O
ALTERNATE CONSTRUCTION: .040 3003 H-14 ALUMINUM: Sy=17 KSI MINIMUM “ g OBIQN | et | eyt | STEEL AND ALUMINUM

BRﬁ@L MbRE HRXK=1.001" >96 THRU 144°=41/47 SIZE DRAVANG NO. REV,

FL PE LIC NO. 74411 Mi%ﬁ& (NC)=NO |Ns:;;1;:3|:;'o B [SD130/08—-02] C

=
\ N N |
AY — N b o
N ‘ AN N
211/16-—| “-BEND DOWN 55 BEND DOWN 10 BEND DOWN 55-
/ REFERENCE DWG, NO. ~
605001S FOR SHAPE
55 3/4 | )
- 90 7/16
HOOD PANEL
30 11/16
R 7.00 TYP. (NC)
TYP \/'// -
17 11/16
TYP. (NC)
PRODUCT REVISED
as complying with the Floride

Building Code

Acceptance No 25"50/'35 7
i, 7

HOOD PANEL SIDE VIEW awttiiy




23 11/16

11 11— 12
—17/16 @3/8 TYP
N DOWN 90° ‘ -
41316 T TYt _ﬁ*
1 ; BEND UP 60°
2716 901 1/2
N / i 1/2" X 45°
2-Places 24 -
HOOD END PANEL
SECTION RAIL SPLICE
11 . 1/2
I - / /-93/8 TYP
aus [0 | oowver /- AP L ey o o P
| b {¥ DOWNOI® _ o e, ;g.;m;.ﬁ?
! 7/16§ 2113/16 l—-1 L1 7/16 A7
47 13/16
SECTION RAIL 2T 1
BEND 2 AS SHOWN, BEND 2 OPPOSITE o e o o oo o |
| o | L
END SUPPORT ANGLE Approved s complying with tw
 NOTES: Flcida Bldng Cods
1) G90 GALVANIZED STEEL: Sy=30 KSI MINIMUM NOA# [3-7105, 51
2) A36 STEEL: Sy=36 KSI MINIMUM %ﬂ Controd
3) 6005-T5 ALUMINUM: Sy=35 KSI MINIMUM By L
4) 3003H-14 ALUMINUM SHEET: Sy=17 KSI MI L AT 7
) y=17 KSI MINIMUM  MATL | SEE TABLE c:,%ﬂ LOREN COOK €O,
EDRAWN BFS 05/22/14 y %& I/ANUFAGTURERS OF AR MOVING EQUIPHENT
19 END SUPPORT ANGLE (2X2x1/4) | 2 | A36 STEEL-PAINTED / 6005-T5 ALUMINUM | 3 DEsioneR [ 6P [ SHEET 6 OF 10 US o e v
4 SECTION RAIL SPLICE 2 | 16 GA G90 GALV STEEL /.100 ALUMINUM(NOTE4) S oEors uness st woro | O/ GR GRAVITY VENTILATOR
3 SECTION RAIL 4 |16 GA G90 GALV STEEL /100 ALUMINUM(NOTE4) DECHAL macnonal | HURRICANE RATED
e Yoty | STEEL AND ALUMINUM
2 HOOD END PANEL 2 | 18 GA GI0 GALV STEEL / .063 ALUMINUM(NOTE4) cesonr | ot me or-si/ |9k ) ALUW —
ITEM DESCRI LR "k 3/8° : '
SCRIPTION QryY MATERIAL FL PE LIC NO, 74411 +2' (NC)=NO ms:a‘:m: Snfr:iro B |SD130/08— 2] C




21 1/4——]~——10 3/16
. 1/2 5-Places @3/8

._'Z-Places / TYP ' i

L b 14

- - o o o —p— =D 2
AN I

238 ||, e
2-Places | STIFFENING BRACKET
A 93 1/2 87/8 -
-1 ‘ 3/4
MOUNTING CHANNEL i

b ﬁ%

R3/8

I

| $§J(;\ @\ VA
4

{ [ ] -
89 3/4 - i 1/2j | } i 1/2]
| I | | 70 |
SUPPORT ANGLE WELDMENT BASE OPENING ANGLE
NOTES:; VISED
1) GO0 GALVANIZED STEEL: Sy=30KSI MINIMUM P complying wih the Florida oyl i
2) A36 STEEL: Sy=36KSI MINIMUM e No (501302 ’ ‘“’w‘”“ gcﬁ |
3) 6005-T5 ALUMINUM: Sy=35KSI MINIMUM Expiretion NOAR O (i
4) 3003H-14 ALUMINUM SHEET: Sy=17KSI MINIMUM VT P G J L 1172 | BASE OPENING
f 77 1172 MOUNTING ANGLE
BASE OPENING ) _ Wiy,

14 | MEUNTING ANGLE 4 1-1/2 X 1-1/2 X 1/8 ALUM ANGLE (NOTE3) o \\\\\\x\\{” E.S K/g,,,//

13 |BASE OPENING ANGLE | 2 1-1/2 X 1-1/2 X 1/8 ALUM ANGLE (NOTE3) N ng@\’ il (X pwen pe——

12 | STIFFENING BRACKET | 18 12 GA G-90 GALV. STEEL(NOTE1) Sy %’y S e Tors | os/22/14 ?:%‘ﬂﬂ LOREN COOK_CO.
118 END CAP 4 | 11/2X13/4X 12 GA (NOTEL) OR 1 1/2X 1 3/4 X 1/8" ALUMINUM(NOTE) | = 3 i o i _.EZ%_EDES]GNER sl ser 7 or o] LSS |, smen wssom
11A | SUPPORT ANGLE 2| 132X11/2X12 GA(NOTE1) OR 1 1/2X1 1/2X 1/8" ALUMINUMMNOTE3) | %% “lyeor @3 R T CET

SUPPORT ANGLE AN o S [ TOLERANGES UNLESS OTHERWSE NOTED Gl/GR GRAVITY VENTILATOR
1 (2) (SEE PARTS ABOVE) 7, Qo HORRE O Racon HURRICANE RATED
WELDMENT 77,58] I\ | DECMAL ERACTIONAL
AR pesosy | SZ=46 ) STEEL AND ALUMINUM

7 |[MOUNTING CHANNEL | 2 2X 1 X 12GA (NOTE1) / 2 X 1 X .130 ALUMINUM (NOTE3) BRADLE\’,';';;GDMORE e | e fetire o DRAVANG NO. REV.

ITEM|  DESCRIPTION QTY MATERIAL FLPELICNO. 74411 | AGEm |22 B 1SD130708-02] C




4-3/8

23/4—=

10 3/16—

54 1/4—

__DOWN 180°

5/16

10

3/4

UP 90°

__DOWN90°®

14 15/16

NOTES:
MATERIAL: 16 GA. G-90 GALANIZED STEEL Sy=30KSI MINIMUM |
ALTERNATE MATERIAL: .080 3003 H-14 ALUMINUM Sy=17KSI MINIMUM

59 3/4

54 1/4

*PUNCH HOLES IN TWO PARTS ONLY

59 3/4

BASE PANEL

CONTINUOUS WELD

S

21/16

23/4

PRODUCT REVISED

s complying with the Florida

Building Code

Accoptanee No /5 /f1i2, 02

Expirtion [Jute q
By ‘&,
Miam Produsct Confrel

MATL | SEE NOTES

DRAWN | BFS 05/22/14

ODESIGNER | BFS | SHEET 8 OF 10

DO NOT SCALE DRAWING

?%p& LOREN COOK €.
HANUFACTURERS OF AIR MOWNG EQUIPNENT
S

SPRINGRAELD, WISSOURI
®

TOLERANCES UNLESS OTHERWASE NOTED

G!/GR GRAVITY. VENTILATOR

"""" 3 DEGIMAL ERAGYIONAL HURRICANE RATED
2 BASE PANEL WITH HOLES SEE NOTES ‘023 TONAL T rearyye S et 16" |
Haid NXX=1.010" 5127 THRU 06"=%1/8" STEEL AND ALUM‘NUM
2 BASE PANEL WITHOUT HOLES SEE NOTES BRADLEY F SKIDMORE XKKKe2,001" | 08" THRU t4d"=1/4" | SIZE DRAWING NO. REV.
QY DESCRIPTION MATERIAL FLPELICNO, 74411 | AR |2/ B |SD130708-02] C




2% #0.375 \

@_

Ne
I 15/16

— 1%
i 2% 375 X 45" CHAMFER
o~ 2X R0.188 |
14
1%
]
NOTES:
1> G90 GALVALIZED STEELr Sy=30KST MINIMUM
10 2 | RIGHT MOUNTING BRACKET (FORM OPPOSITE) | 12GA. GO0 GALV. STEEL
9 2 | LEFT MOUNTING BRACKET (AS SHOWN) 12GA. G90 GALV. STEEL
ITEM [QTY DESCRIPTION MATERIAL

HRAN=£,001% [ 3967 THRU 144"=1 ,/'4' SIZE
ANGULAR 2144"=1£3/8"
FL PE LIC NO. 74411 2 {(NC)=NO INSPECTION REQ'D B SD1 50708— 02 C

PRODUCT REVISED
as complying with the Florida

Building Code

By

Acceptance No {510 ff '02

Comipnt

SEE TABLE

LOREN COOK CO.

SPRINGFIELD, MSSOURL
®

WANUFACTURERS OF AIR MOVING EQUIPMENT
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